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treatment in accordance with this re-
quirement. 

(l) Collection and holding units asso-
ciated with run-on and run-off control 
systems must be emptied or otherwise 
managed as soon as possible after 
storms to maintain design capacity of 
the system. 

(m) Throughout the active life of the 
drip pad, if the owner or operator de-
tects a condition that may have caused 
or has caused a release of hazardous 
waste, the condition must be repaired 
within a reasonably prompt period of 
time following discovery, in accord-
ance with the following procedures: 

(1) Upon detection of a condition that 
may have caused or has caused a re-
lease of hazardous waste (e.g., upon de-
tection of leakage by the leak detec-
tion system), the owner or operator 
must: 

(i) Enter a record of the discovery in 
the facility operating log; 

(ii) Immediately remove the portion 
of the drip pad affected by the condi-
tion from service; 

(iii) Determine what steps must be 
taken to repair the drip pad, remove 
any leakage from below the drip pad, 
and establish a schedule for accom-
plishing the clean up and repairs; 

(iv) Within 24 hours after discovery of 
the condition, notify the Regional Ad-
ministrator of the condition and, with-
in 10 working days, provide a written 
notice to the Regional Administrator 
with a description of the steps that will 
be taken to repair the drip pad, and 
clean up any leakage, and the schedule 
for accomplishing this work. 

(2) The Regional Administrator will 
review the information submitted, 
make a determination regarding 
whether the pad must be removed from 
service completely or partially until 
repairs and clean up are complete, and 
notify the owner or operator of the de-
termination and the underlying ration-
ale in writing. 

(3) Upon completing all repairs and 
clean up, the owner or operator must 
notify the Regional Administrator in 
writing and provide a certification, 
signed by an independent qualified, 
registered professional engineer, that 
the repairs and clean up have been 
completed according to the written 

plan submitted in accordance with 
paragraph (m)(1)(iv) of this section. 

(n) The owner or operator must 
maintain, as part of the facility oper-
ating log, documentation of past oper-
ating and waste handling practices. 
This must include identification of pre-
servative formulations used in the 
past, a description of drippage manage-
ment practices, and a description of 
treated wood storage and handling 
practices. 

[55 FR 50486, Dec. 6, 1990, as amended at 56 
FR 30198, July 1, 1991; 57 FR 5861, Feb. 18, 
1992; 57 FR 61504, Dec. 24, 1992; 71 FR 16912, 
Apr. 4, 2006; 71 FR 40276, July 14, 2006] 

§ 265.444 Inspections. 
(a) During construction or installa-

tion, liners and cover systems (e.g., 
membranes, sheets, or coatings) must 
be inspected for uniformity, damage 
and imperfections (e.g., holes, cracks, 
thin spots, or foreign materials). Im-
mediately after construction or instal-
lation, liners must be inspected and 
certified as meeting the requirements 
of § 265.443 by a qualified Professional 
Engineer. This certification must be 
maintained at the facility as part of 
the facility operating record. After in-
stallation, liners and covers must be 
inspected to ensure tight seams and 
joints and the absence of tears, punc-
tures, or blisters. 

(b) While a drip pad is in operation, it 
must be inspected weekly and after 
storms to detect evidence of any of the 
following: 

(1) Deterioration, malfunctions or 
improper operation of run-on and run- 
off control systems; 

(2) The presence of leakage in and 
proper functioning of leakage detection 
system. 

(3) Deterioration or cracking of the 
drip pad surface. 

NOTE: See § 265.443(m) for remedial action 
required if deterioration or leakage is 
detected. 

[55 FR 50486, Dec. 6, 1990, as amended at 71 
FR 16912, Apr. 4, 2006] 

§ 265.445 Closure. 
(a) At closure, the owner or operator 

must remove or decontaminate all 
waste residues, contaminated contain-
ment system components (pad, liners, 
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